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I tubi in gomma per condotte di vapore per sono realizzati per resistere alle alte
temperature dei fluidi. Gli inserti tessili o metallici speciali, consentono al tubo
di sopportare anche pressioni d’esercizio più elevate.
Tutti i componenti con cui sono realizzate le mescole ed il procedimento di
lavorazione, evitano l’azione di ulteriore vulcanizzazione delle varie mescole. Lo
strato protettivo in superficie è concepito per resistere all’azione abrasiva del
trascinamento ed all’invecchiamento provocato dalla luce e dal calore.

The rubber hoses for steam conduits (or lines) are designed to withstand high 
fluids temperatures. Special textile or metallic reinforcements enable the hose to 
tolerate (endure) higher operating pressures.
All components with which the compounds are made, as well as the processing 
method, prevent further vulcanization of the various compounds. The protective 
outer layer is designed to resist the abrasive action of dragging and the aging 
caused by light and heat.

Vapore/Steam
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Tubi per condotte di vapore in impianti industriali e chimici
Hoses for steam pipelines in industrial and chemical plants

TUBO RPsteam/7

Tubo con rinforzo tessile per la conduzione
di vapore saturo negli impianti industriali ad
un massimo di 7 bar.

Softwall steam hose with textile 
reinforcements ideal for delivery of 
saturated steam at 7 bar.

TUBO RPsteam/17

Tubo cord con rinforzi metallici per mandata
di vapore saturo in condotte di vapore ad una
pressione di esercizio pari a 18 bar.

Steel cord hose for saturated steam, ideal for 
high-pressure saturated steam lines at 
working pressure of 17 bar.

TUBO 
RPsteam/17/red

Tubo cord con rinforzi metallici per
mandata di vapore saturo in condotte di
vapore ad una pressione di esercizio pari a
18 bar. Copertura in gomma sintetica
rossa.

Steel cord hose for saturated steam, ideal 
for high-pressure saturated steam lines at 
working pressure of 17 bar. Covered in red 
synthetic rubber.

R.P. Chem
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TUBO RPsteam/7

Caratteristiche:
Tubo con rinforzo tessile per la conduzione vapore
saturo con una pressione di lavoro di 7 bar.
Indicato per le operazioni di lavaggio di serbatoi e
condutture, in impianti industriali e petrolchimici.
Bonificare e ripulire dopo l’uso per una maggiore durata
del tubo stesso.
Norme: UNI EN ISO 1307
Temperatura: - 40 °C +170 °C

Costruzione:
Sottostrato: gomma sintetica nera e liscia, resistente al
vapore saturo
Rinforzi: tessuti sintetici ad alta resistenza
Copertura: gomma sintetica nera e liscia resistente al
calore elevato, all’ozono e agli agenti atmosferici.
Dimensioni: altri diametri o differenti lunghezze sono
disponibili su richiesta
Marcatura: su richiesta o STEAM W.P. 6 BAR – 164 °C -
DRAIN AFTER USE - MADE IN ITALY

Features:
Hose with textile reinforcement for saturated steam 
conduction with a working pressure of 7 bar. Suitable 
for tank and pipeline washing operations in industrial 
and petrochemical plants.
It is recommended to flush and clean the hose after use 
to ensure a longer lifespan.
Standards: ISO 1307
Temperature: - 40 °C +170 °C

Construction:
Tube: smooth black synthetic rubber resistant to 
satured steam
Reinforcement: high-strength textile plies
Cover: smooth syntethic black rubber, weatherproof, 
ozone and high haet resistant
Dimensions: other sizes or different lengths are 
available upon request
Marking: upon request or STEAM W.P. 6 BAR – 164 °C - 
DRAIN AFTER USE - MADE IN ITALY

Diametro 
interno

Inside Diameter

Diametro 
Esterno
Outside

Diameter

Pressione di 
esercizio
Working 
Pressure

Pressione di 
Scoppio

Burst Pressure

Peso teorico
Nominal Weight

mm mm bar bar Kg/m

13 24 7 70 0,30

16 27 7 70 0,38

19 31 7 70 0,50

25 37 7 70 0,60

32 47 7 70 0,90

38 54 7 70 1,20

51 68 7 70 1,65
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TUBO RPsteam/17

Caratteristiche:
Tubo con rinforzo metallico (fili di acciaio) per condotte di
vapore saturo ad alta pressione (può essere utilizzato per
picchi di vapore surriscaldato a 230 °C a 17 bar).
Bonificare e ripulire dopo l’uso per una maggiore durata
del tubo stesso.
Norme: conforme a BS 5342 tipo 2A
Disponibile anche con certificazione EN ISO 6134
Temperatura: - 40 °C + 210 °C

Costruzione:
Sottostrato: gomma sintetica nera e liscia, resistente al
vapore saturo
Rinforzi: tessuti sintetici ad alta resistenza e rinforzo
metallico
Copertura: gomma sintetica nera e liscia resistente al
calore elevato, all’ozono e agli agenti atmosferici
Dimensioni: altri diametri o differenti lunghezze sono
disponibili su richiesta
Marcatura: STEAM W.P. 17 BAR – 210 °C B5342 TYPE2A Ω
DRAIN AFTER USE - MADE IN ITALY

Features:
Hose with metal reinforcement (steel wire) for high-
pressure saturated steam lines (can also be used for 
superheated steam peaks up to 230 °C at 17 bar).
Flush and clean after use for longer hose life.
Standards: conforms to BS 5342 type 2A
Available also with EN ISO 6134 certification
Temperature: - 40 °C + 210 °C

Construction:
Tube: smooth black synthetic rubber resistant to 
satured steam
Reinforcement: high-strength textile plies and metal 
reinforcement
Cover: smooth syntethic black rubber, weatherproof, 
ozone and high haet resistant
Dimensions: other sizes or different lengths are 
available upon request
Marking: STEAM W.P. 17 BAR – 210 °C B5342 TYPE2A 
Ω DRAIN AFTER USE - MADE IN ITALY

Diametro interno
Inside Diameter

Diametro 
Esterno
Outside

Diameter

Pressione di 
esercizio
Working 
Pressure

Pressione di 
Scoppio

Burst Pressure

Peso teorico
Nominal Weight

mm mm bar bar Kg/m

13 25 17 170 0,52

16 28 17 170 0,60

19 32 17 170 0,72

25 37 17 170 0,90

32 47 17 170 1,32

51 67 17 170 2,20

64 82 17 170 3,40

76 97 17 170 4,40

102 124 17 170 6,90
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TUBO RPsteam/17/red

Caratteristiche:
Tubo con rinforzo metallico (fili di acciaio) per condotte di
vapore saturo ad alta pressione (può essere utilizzato per
picchi di vapore surriscaldato a 230 °C a 17 bar).
Bonificare e ripulire dopo l’uso per una maggiore durata
del tubo stesso.
Norme: conforme a BS 5342 tipo 2A
Disponibile anche con certificazione EN ISO 6134
Temperatura: - 40 °C + 210 °C

Costruzione:
Sottostrato: gomma sintetica nera e liscia, resistente al
vapore saturo
Rinforzi: tessuti sintetici ad alta resistenza e rinforzo
metallico
Copertura: gomma sintetica rossa e liscia resistente al
calore elevato, all’ozono e agli agenti atmosferici
Dimensioni: altri diametri o differenti lunghezze sono
disponibili su richiesta
Marcatura: su richiesta o BS 5342 TYPE2A (year) 17 BAR -
250 PSI/ Ω /232 °C – 450 °F - DRAIN AFTER USE

Features:
Hose with metal reinforcement (steel wire) for high-
pressure saturated steam lines (can also be used for 
superheated steam peaks up to 230 °C at 17 bar).
Flush and clean after use for longer hose life.
Standards: conforms to BS 5342 type 2A
Available also with EN ISO 6134 certification
Temperature: - 40 °C + 210 °C

Construction:
Tube: smooth black synthetic rubber resistant to 
satured steam
Reinforcement: high-strength textile plies and metal 
reinforcement 
Cover: smooth syntethic red rubber, weatherproof, 
ozone and high haet resistant
Dimensions: other sizes or different lengths are 
available upon request
Marking: upon request or BS 5342 TYPE2A (year) 17 
BAR - 250 PSI/ Ω /232°C - 450°F - DRAIN AFTER USE

Diametro interno
Inside Diameter

Diametro Esterno
Outside

Diameter

Pressione di 
esercizio
Working 
Pressure

Pressione di 
Scoppio

Burst Pressure

Peso teorico
Nominal
Weight

mm mm bar bar Kg/m

13 25 17 170 0,55

19 32 17 170 0,70

25 38 17 170 0,90

32 46 17 170 1,25

38 52 17 170 1,72

51 67 17 170 2,15

76 96 17 170 4,25

102 124 17 170 6,90
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